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EQUIPMENT, INC.

NEW 

PRODUCT

ChemOvation 4” x 3” TTMA Flanged  
“Quick Clean” Style Valve - GQ85000 

•	 All cast body eliminates gaps and product traps

•	 No welding inside the valve for easy cleaning

•	 Replaceable seat available in stainless steel or Hastelloy® 

•	 Most soft repair parts are interchangeable with other major brands 
	& parts are available through our extensive distribution network

•	 Internal twist lock feature designed for easy removal of spring  
mechanism without the need of a hand tool

•	 Electropolished surfaces for easy cleaning and increased  
	chemical resistance 

•	 Meets CFR 178 & �CFR 180 US DOT code regulations 

Options
•	 Hastelloy® Seat (Replaceable)

•	 Steam Jacket

•	 Available in 316L, Duplex and Alloy 20 
5 YEAR 

WARRANTY



EQUIPMENT, INC.

Girard ChemOvation “Quick Clean” Style Valve 

(800) 526-4330  n  gsales@GirardEquip.com  n  www.GirardEquip.com

FEATURES

The Girard ChemOvation “Quick Clean” Style Valve 
is made from heavy duty investment cast stainless 
steel. A smooth, electropolished finish allows for 
easy cleaning and increased chemical resistance. 
All working parts are housed away from tank 
lading. Most repair parts, including soft goods, are 
interchangeable with other current manufacturers  
on the market today. 

Meets CFR 178.345 code regulations.
 
5 YEAR WARRANTY

MODEL	 DESCRIPTION	
GQ85000	 ChemOvation 4” x 3” TTMA Flanged 	
		  “Quick Clean” Style Valve

OPTIONS
•  Hastelloy® Seat           •  Steam Jacket

ITEM	 PART NO.	 DESCRIPTION
1 	 GQ85300	 Spring Housing Assembly

2 	 GQ85200	 Poppet Assembly

3 	 GQ85040 	 Spring Housing Riser

4 	 GQ85035 u	 Envelope Gasket

5 	 GQ85020 	 Stainless Steel Cage Insert

6 	 GQ85030 u	 Teflon® Gasket

7 	 GQ85055 u	 -223 O-Ring

8 	 GQ85010 	 Main Body

9 	 GQ85400 	 Hydraulic Actuator Assembly

10 	 GQ85050 	 Socket Head Cap Screw
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TEST NOTES:

NO VISUALLY DETECTABLE LEAKAGE ALLOWED.
HOLD ALL TEST PRESSURES FOR 60 SECONDS.

LOW TEST PRESSURE: 2.9 PSI1.
MAWP: 50 PSI2.
CASE TEST PRESSURE: 75 PSI3.
VACUUM TEST: 20 inHg4.

REVISIONS
REV. DESCRIPTION DATE APPROVED ECN

A INITIAL RELEASE 6/21/2016 CDF 20140919
B REMOVED GQ85045 (QTY 4), GQ85300 IS NOW REV B, GQ85040 IS NOW REV B 7/15/2016 CDF 20140919

ITEM NO. PART NUMBER DESCRIPTION QTY.

8 GQ85010 Main Body 1

2 GQ85200 Poppet Assembly 1

5 GQ85020 Stainless Steel Cage Insert 1

6 GQ85030 Teflon® Gasket 1

4 GQ85035 Envelope Gasket 1

1 GQ85300 Spring Housing Assembly 1

3 GQ85040 Spring Housing Riser 4

9 GQ85400 Hydraulic Actuator Assembly 1

10 GQ85050 Socket Head Cap Screw 4

7 GQ85055 -223 O-Ring 1
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THIS IS THE PRIVATE 
AND CONFIDENTIAL 
PROPERTY OF GIRARD 
EQUIPMENT INC. AND 
IS NOT TO BE COPIED 
OR REPRODUCED 
WITHOUT THE WRITTEN 
CONSENT OF GIRARD 
EQUIPMENT INC. BD
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4 X 3 CHEMOVATION 
QUICK RELEASE VALVE

FINISH

MATERIAL

UNLESS  OTHERWISE  SPECIFIED
DIMENSIONS ARE IN INCHES

CHECKED

DRAWN
APPROVALS DATE

REV.

GQ85000ESTIMATED WEIGHT
SIZE

SCALE 

4360 Old Dixie Highway  Vero Beach, FL  32967

CDF
7/15/15

Printed copy valid for 168 hours (7 days) from time of printing unless otherwise indicated "CONTROLLED COPY"
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PART NO.	 DESCRIPTION
GQ85910	 Repair Kit (marked with u)


